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SANITARY DIVERT SEAT VALVE

Working principle

The working principle of pneumatic valve series is
to change the enegy generated by the compressed
air into mechanical energy, the mechanical energy
will drive the stem axial movement, will move the
formation of the sealing parts location to control the
swithch, and ultimately the medium will reverse or
stay stable.

Technical datasheet

1. New-style sanitary stop/switch valves possess more
improved saftey.clearance.durability and appearance.

2. Having open supporter which separates the pneumatic
actuator and valve body ,check the shaft seal directly .This
design separates the gearing and the products parts,prevents
the heat transfer from valve body to pneumatic device.

3."NC" and “NO"functions can be instantly switched

4. Spherical valve body have ideal fluidity and clearance.

6. Standard valve body design makes the joint style more

L/L

flexible and various. I—/T T/T
7. Metal stop mechanism assures the long life of the seal.
8. Quick convenient assemble and maintainance operation .
Material
Material contact parts :304 or 316L
Sealing material: Standard EPDM silica gel, fluorine
el for option.
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Surface treatment
Outside: Sandblast Ra<1.6um
Sublight Ra=<0.6um
Inside: PolishRa<0.6um L T
W5080 Pneumatic Stop Reversing Valve (DIN)
SIZE H H1 H2 D1 9
= DN25 425 58 67 15 28 29 85 61
DN32 425 58 67 1.5 34 35 85 61
DN40 425 58 67 15 40 41 85 59
DN50 460 66 76 15 52 53 126 66
o E _
::—E T/T Type DN65 485 77 88 2.0 70 126 77
: @-5 DN80 620 97 106 2.0 85 - 133 107
;\‘,,, g DN100 670 106 146 2.0 104 - 170 114
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-/ L/T Type ) .
i W5081 Pneumatic Stop Reversing Valve (3A,SMS,ISO,IDF)
it SIZE H HA H2 D D1 L
5l 1" 425 58 67 85 25.4 61
11/4" 425 58 67 85 31.8 61
—
T TILType 11/2" 425 58 67 85 38.1 59
5 2" 460 66 76 126 50.8 66
4 21/2" 485 77 88 126 63.5 77
T 3" 580 97 106 126 76.2 107
‘ D1 31/2" 620 97 106 133 89 107
L F Type 4 670 106 146 170 101.6
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W5082 Pneumatic Stop Reversing Valve (DIN)
D1
SIZE H H1 t ; ) ) L
DN25 360 58 15 28 29 85 61
\ DN32 360 58 15 34 35 85 61
‘ = DN40 360 58 15 40 41 85 59
—_— = DN50 400 66 15 52 53 126 66
| DN65 410 77 2.0 70 - 126 77
DN80 525 97 2.0 85 - 133 107
! B DN100 550 106 2.0 104 - 170 114
D L
TType
I
W5083 Pneumatic Stop Reversing Valve (3A,SMS,ISO,IDF)
SIZE H H1 ) D1 L
1" 360 58 85 254 61
_ LType 11/4" 360 58 85 31.8 61
i, 11/2" 360 58 85 38.1 59
2" 400 66 126 50.8 66
i 21/2" 410 77 126 63.5 77
ST 3" 525 97 129 76.2 107
31/2" 525 97 170 89 107
4" 550 106 170 101.6
W5084 Manual Stop Reversing Valve (DIN)
D
SIZE H H1 H2 t ; ) L L1
DN25 240 58 67 15 28 29 94 61
[ e DN32 240 58 67 15 34 35 94 61
DN40 240 58 67 15 40 41 94 59
% DN50 266 66 76 15 52 53 94 66
DN65 300 77 88 2.0 70 - 94 77
M Type DN80 347 97 106 2.0 85 - % 107
% DN100 400 106 146 2.0 104 - 100 114
L/T Type
W5085 Manual Stop Reversing Valve (3A,SMS,ISO,IDF)
SIZE H H1 H2 D L L1
1" 240 58 67 254 94 61
TIL Type 114" 240 58 67 31.8 94 61
112" 240 58 67 38.1 94 59
2" 266 66 76 50.8 94 66
21/2" 300 77 88 63.5 94 77
Fype 3" 347 97 106 76.2 94 107
31/2" 347 97 106 89 94 107
4" 400 106 146 101.6 100 114
W5086 Manual Stop Reversing Valve (DIN)
D
SIZE H H1 t ’ 2 L L1
DN25 173 58 15 28 29 94 61
DN32 173 58 15 34 35 94 61
DN40 173 58 15 40 41 94 59
DN50 190 66 15 52 53 94 66
DN65 212 77 2.0 70 - 94 77
DN80 240 97 2.0 85 - 94 107
DN100 254 106 2.0 104 - 100 114
T Type
W5087 Manual Stop Reversing Valve (3A,SMS,ISO,IDF)
SIZE H H1 D L L1
L Type
1" 173 58 25.4 94 61
11/4" 173 58 31.8 94 61
11/2" 173 58 38.1 94 59
2" 190 66 50.8 94 66
21/2" 212 77 63.5 94 77
3" 240 97 76.2 94 107
31/2" 240 97 89 94 107
4" 254 106 101.6 100
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